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Installation instructions
Tool size for processing Berker products

The products have combination screws that can 
be processed with cross-head as well as flat-
blade screwdrivers.

Tool sizes for contact screws: 
- Cross-head bits: Pozi-Drive, size 2
- Cross-head screwdrivers: 

Pozi-Drive, size 2
- Slot screwdrivers: blade thickness 1 mm

Tool sizes for fixing screws:

- Cross-head bits: Pozi-Drive, size 1

- Cross-head screwdrivers: Pozi-Drive size 1.

- Slot screwdrivers: Blade thickness 0.8 mm.

 When using cordless screwdrivers a maximum torque of 0.5 Nm
should be used.

International socket outlets
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Use in:
AF/AM/AT/AZ/BA/BE/BF/BG/BI/BJ/BY/CF/CS/CZ/

DE/EE/EG/ER/ES/FI/GE/GL/GR/HR/HU/ID/IR/IS/

IT/KR/KZ/LB/LT/LU/LV/MD/MK/MR/MZ/NL/NO/

PE/PT/PY/RO/RU/RW/SA/SE/SI/SM/SO/SR/SY/TJ/

TR/UA/UY/UZ

Figure 1: SCHUKO socket outlet * – 2-pin + earth, 250 V~, 16 A
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Use in:
AD/BE/CG/CI/CM/DJ/DZ/FR/GF/GN/GP/KH/KM/

MA/MG/ML/PL/SK/SN/SY/TD/TG/TN/VN

Fig. 2: Socket outlet with earthing pin FRANCE/BELGIUM* – 
2-pin + earth, 250 V~, 16 A
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Use in:
DK/GL

Fig. 3: Socket outlet with earthing contact DENMARK – 2-pin + 
earth, 250 V~, 13 A
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Use in:
CH

CH

Type 13 (left Fig.)

Type 23 (right Fig.)

Fig. 4: Socket outlet with earthing contact SWITZERLAND – 2-pin + 
earth, type 13: 250 V~, 10 A; type 23: 250 V~, 16 A
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Use in:
AL/CL/ET/IT/LY/SY

Fig. 5: Socket outlet with earthing contact ITALY* – 2-pin + earth,  
250 V~, 16 A
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Use in:
AO/NL

Fig. 6: Socket outlet without earthing contact NETHERLANDS* – 
2-pin, 250 V~, 16 A
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Use in:
AE/AG/BN/BW/CY/GB/GD/GH/GM/HK/IE/IQ/KE/

KW/LR/MT/MW/MY/OM/SL/TZ/YE/ZA/ZW

Fig 7: Socket outlet with earthing contact BRITISH STANDARD,  
standard: BS 1363 Part 2 – 2-pin + earth, 250 V~, 13 A
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Use in:
CA/GT/GY/HN/HT/KP/LA/MX/PA/PH/PR/SV/TH/

TW/US/VE

Figure 8: Socket outlet with earthing contact USA/CANADA NEMA 
5 – 15 R – 2-pin + earth, 125 V~, 15 A
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Use in:
AR/AU/FJ/NZAR/AU/FJ/NZ

Fig. 9: Socket outlet with earthing contact AUSTRALIA – 2-pin + 
earth, 250 V~, 10 A (left Fig.); 250 V~, 15 A (right Fig.)
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Use in:
CA/GT/GY/HN/HT/KP/LA/MX/PA/PH/PR/SV/TH/

TW/US/VE

Figure 10: Socket outlet without earthing contact EURO-AMERI-
CAN STANDARD * – 2-pin, 250 V~, 10 A

Country abbreviations in accordance with ISO 3166

AD Andorra BN Brunei EE Estonia GR Greece KP North Korea MT Malta RU Russia TM Turkmenistan
AE United Arab Emirates BW Botswana EG Egypt GT Guatemala KR South Korea MW Malawi RW Ruanda TN Tunisia
AF Afghanistan BY Belarus ER Eritrea GY Guyana KW Kuwait MX Mexico SA Saudi Arabia TR Turkey
AG Antigua CA Canada ES Spain HK Hong Kong KZ Kazakhstan MY Malaysia SE Sweden TW Taiwan
AL Albania CF Central Africa 

Republic
ET Ethiopia HN Honduras LA Laos MZ Mozambique SI Slovenia TZ Tanzania

AM Armenia CG Congo FI Finland HR Croatia LB Lebanon NL Netherlands SK Slovakia UA Ukraine
AO Angola CH Switzerland FJ Fiji HT Haiti LR Liberia NO Norway SL Sierra Leone US USA
AR Argentina CI Côte d'Ivoire FR France HU Hungary LT Lithuania NZ New Zealand SM San Marino UY Uruguay
AT Austria CL Chile GB Great Britain ID Indonesia LU Luxemburg OM Oman SN Senegal UZ Uzbekistan
AU Australia CM Cameroon GD Grenada IE Ireland LV Latvia PA Panama SO Somalia PU Venezuela
AZ Azerbaijan CS Serbia and 

Montenegro
GE Georgia IQ Iraq LY Libya PE Peru SR Surinam VN Vietnam

BA Bosnia and 
Herzegovina

CY Cypress GF French Guiana IR Iran MA Morocco PH Philippines SV El Salvador YE Yemen

BE Belgium CZ Czech Republic GH Ghana IS Iceland MD Moldavia PL Poland SY Syria ZA Zambia
BF Burkina Faso DE Germany GL Greenland IT Italy MG Madagascar PR Puerto Rico TD Chad ZW Zimbabwe
BG Bulgaria DJ Djibouti GM Gambia KE Kenya MK Macedonia PT Portugal TG Togo
BI Burundi DK Denmark GN Guinea KH Cambodia ML Mali PY Paraguay TH Thailand
BJ Benin DZ Algeria GP Guadeloupe KM Comoros MR Mauritania RO Rumania TJ Tajikistan

*  Non-polarised system - without specification for the connection of the
external wire and neutral wire

Subject to technical changes 
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